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0 609. 72 640. 42 o 180 107.91 114. 56
5 520.12 546. 39 - - 185 133. 40 141. 09
10 437. 67 459. 86 The theoretical patternis used to create the 190 155. 13 163. 76
15 367. 15 385. 87 i i 195 174. 84 184. 36
50 311 87 327,89 standard pattern. Augmentations (if any) expand 200  193.76 204 14
25 272.50 286. 62 the standard pattern n specn‘led directions. See 205 212. 14 223.39
30 246. 29 259. 16 Sections 73.150 and 73.152 of the FCC’s Rules. 210 229. 49 241. 56
35 227. 87 239. 86 215 244. 96 257.76
40 211.54 222.76 . 220 257. 81 271. 22
45 193. 29 203. 65 AM coverage may not mirror the pattern shown 225 267. 70 281.59
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60 12965 137,17 conductivity or skywave propagation affect how 240  283.50 298’ 15
65 126. 23 133.61 far the AM signal will travel. 245 286. 54 301. 34
70 146. 80 155. 06 250 289. 29 304. 22
58 %23; (1)3 %22; % Patterns for stations outside the USA are based on %28 %3}1_ 25 %88 28
85 301. 96 317.51 notified parameters. 265 298. 34 313.71
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100 474, 85 498. 88 AM directional patterns created before 1982 used 280 357. 61 375. 87
105 518. 22 544. 39 units of 1 mV/m at 1 mile, not one kilometer. The 285 409. 31 430.11
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120 562. 66 591. 03 0.62137 of the values listed here. Measured 300 653. 97 686. 87
125 543.11 570. 51 305 745. 44 782. 89
130 506,33 531, 91 pattern values may vary from values shown here. 310 830,03 871, 69
135 454, 31 477. 32 . . 315 901. 20 946. 41
140 390. 24 410. 09 Plot is best printed on 11" by 17" or larger paper. 320 953.61 1001. 43
145 318. 26 334. 60 325 983. 45 1032. 76
150 243. 06 255. 77 330 988. 74 1038. 31
155 169. 53 178. 81 335 969. 38 1017. 99
160 102. 94 109. 40 21 Aug 2009 340 927.09 973. 59
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175 77.65 83. 26 Prepared by Audio Division, Media Bureau 355 700.93 736. 17
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